REQUEST FOR RETURN OF COPYRIGHT DEPOSITS

gihlnl"tor 7).\1.

Dated at.

Register of Copyrights,
Library of Congress,
' Washington, D. (.

Dear Sir:

The undersigned clalmant of copyright in the work herein named,
dep051ted in the Copyrlght Office and duly registered for copyright pro-
tection, requests the return to him under the provisions of sections 59 and
60 of the Act of March 4, 1909, of one or both of the deposited copies of the

ease #138 entitleq 170N
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If this request can be granted you are asked and authorized to send

the sald copy or copies to me at the following address'
Ford Motor Company #451 Tenn sylvania Ave W.'w.,

uqu*zgfd in person
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This ia the Age of Steel. Oureomfort and happiness depend wpen a sultitude
of stoel tools and mashimes, Steel 48 the blood and 1ife of the nation,

dteel is obtained from iren ore which is widely distributed in Barth's erust,

The largost deposits are in the U, 6, A,
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A Lake Superier Iren ore mine,

Ore goos to great steel centers in 600=foot stesl boats, Leads of 10,000
~ tons are plaved in boats in 60 minutes at Lake Superior decks,

It is 1000 milos to Lake Erie ports, Ore is carried this distance for
$1.00 per ton, _

The great ore sarge is unleaded by gigantis maghinery, Milliens of tons are
piled on desks or into waiting ears, Ashtabula, Uleveland, Srie, Conneaut
and Buffalo are ore ports,

, fron ore is swolted by the intense heat of buming soke in a blast furnase,

Limestone removes the impurities in the form of slag. MNete the high
furnace, the tipple, the tuyeres or air blast pipes,

Vast piles of ore, coke and limestone are stored near the blast fumase,
Charging the furnaee. Yollow the bucket as it empties its ore inte the fumase,

The slag sontaining impurities floats as a soum on the liquid fron, It is
drawn off inte a pit. ; '

Tapping the furnase, duddenly the fiery stream of liquid iron appears, the
great ladles are filled,

rumi opeaing is plugged by balls of clay, The "NMudgun® pushes the olay
inte the opening.

The mosten iren is poured inte small molds for the pig iron mashine, Kash meld
is proteoted by a erust of Limes The iren hardens inte a bar of pig iron,

Pig Iren is changed into steel by remelting in an opon hearth fumace,

Bighty tons of moltem steel fill this ladle.
Gasting Steel into huge billets or ingets.

Train loads of ingets on the way 10 hoating pits to be prepared for relling mill,

The immense steel fingers transfor the inget from the pit to the sonveyer. 7The
vhite hot ingot goes on to the bleeu mill,

Powarful and heavy rellers in the bleem mill roll the steel inget inte a red.
Gould man hamner the steel inte shape! :
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20, Heavy bars are rolled out 4o thin rods,

21 White het reds are then drawn into desired sises,

22, Uteel senters of the United dtatos, MNote thﬁr umm. in refeorsnce to
iron miles, Oreat Lnk» and eoal, e
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This document is from the Library of Congress
“Motion Picture Copyright Descriptions Collection,
1912-1977”

Collections Summary:

The Motion Picture Copyright Descriptions Collection, Class L and Class M, consists of forms, abstracts,

plot summaries, dialogue and continuity scripts, press kits, publicity and other material, submitted for the

purpose of enabling descriptive cataloging for motion picture photoplays registered with the United States
Copyright Office under Class L and Class M from 1912-1977.

Class L Finding Aid:
https://hdl.loc.gov/loc.mbrsmi/eadmbrsmi.mi1020004

Class M Finding Aid:
https://hdl.loc.gov/loc.mbrsmi/eadmbrsmi.mi021002
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at The LIBRARY of CONGRESS

National Audio-Visual Conservation Center
The Library of Congress



